SHIP SYSTEM SUBSYSTEM MRC CODE
El ect Plant
CGener al R-
300
SYSTEM EQUIPMENT RATES M/H
Power Distribution Ventilation Mdtors and GS-11/12] 80.0
System Controllers
320
MAINTENANCE REQUIREMENT DESCRIPTION TOTAL MH

1. Conduct SEMAT assessnent procedure for 80.0

Ventilation notors and controllers.. ELAPSED TIME

SAFETY PRECAUTIONS
1. Forces afloat conply with NAVCSH Program Manual for Forces
Af | oat, OPNAVI NST 5100. 19 series.
2. Ensure all tag-out procedures are in accordance with current
shi pboard instructions.

TOOLS, PARTS, MATERIALS, TEST EQUIPMENT

TEST EQU PMENT 3. [1350] Tape, measuring,

1. [3087] Miltineter, AC DC, 3/8" steel, 100 FT, hand
20K/ VDC, SCAT- 4245, crank

Si npson 260/ 6XLP 4. [1462] Wench, adjustable,

6" heavy duty, 0.760" jaw

MATER ALS open
1. [1144] Tag, safety 5. [2271] Flashlight, Type 3,

2. [2277] Pad, witing paper style 1, explosive proof
3. [2278] Pencil 6. [3886] Screwdriver, flat
tip, 6"

TOOLS 7. Knlpfe, pocket, -
1. [0263] Puller, fuse, 5 1IN el ectrician 3
2. [1027] Pliers, slip joint, 8. Rule, folding, 6 NSN m

6", regul ar nose, style A 5210- 00- 293- 3511 -

]

NOTE: Nunbers in brackets can be referenced to Standard PVS -

Materials ldentification Quide (SPM G for stock nunber N
identification.

PROCEDURE
NOTE 1: Acconplish during SEVAT
NOTE 2: Number of nan-hours assigned is average for DD O ass

ships, and may require adjustment for |arger class
shi ps.

DISTRIBUTION STATEMENT D
D stribution authorized to DOD conponents and DCD contractors ®
only; critical technol ogy; August 1997. Qther requests for this
docurent shall be referred to Naval Sea Systens Conmand ( SEA
04TD). Destroy by any nmethod that will prevent disclosure of
contents or reconstruction of the document.

LOCATION DATE

August 1997 2
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PROCEDURE (Contd)
Prelimnary
a. htain a copy of Ships Conpartment and Access plan to assist
assessnent .
b. Obtain a copy of Ships Repair Inspection Requirenents (R R
sheets for reference during this assessnent.
c. Review JSN's fromthe Ship's CSMP for discrepancies to be
assessed under this procedure.

1 Conduct SENVAT Assessnent Procedure for Ventilation Mtors and
Gontroll ers.

NOTE 3: The assessnents are acconplished while equi pnent is under
normal | oad and causes no disruption to the operating
routine.

WARN NG Ensure all tag-out procedures are in accordance with
current shipboard instructions.

a. De-energize ventilation motors and controllers and tag "Qut
of Service."
b. Assess controllers as follows:

(1) Assess cabinet for nissing, |oose and damaged or
deteriorated fasteners, standoff assenblies, grommets,
and sel f-1ocking nuts. Assess enclosure for danmage such
as dents, warping of doors and corrosion. Assess seal s
and gaskets for damage and signs of |eaking. Assess
ground straps, termnal boards for |oose nountings and
connections, corrosion, cracks, and signs of
over heat i ng.

(2) Assess electrical connectors and termnal/groundi ng | ugs

for | oose connections, corrosion and indications of
cold solder joints. Assess wiring harness hinges for
mechani cal damage fromuse of access doors. Assess
cables and wires for signs of deterioration, such as
cuts, burns, fraying, brittleness and unaut hori zed
nodi fi cations.
(3) Assess naneplates for legibility.
c. Assess notors as foll ows:

2 4o T 39Vvd

(1) Assess end bells and stator frame for deterioration
and damage to netal structure. Assess protective
covers and screens for cleanliness and danage. Assess

nanepl ates for legibility. Assess terminal box for
cl eanliness and damage and notor end bells for grease
cups.

(2) Assess unit nounting for |oose or mssing fasteners
or foundation bolts.

(3) Verify ground straps are installed and are in good

condition, where applicable.
(4) Verify that cable is properly banded/ harnessed and is

not damaged and cabl e penetrations and packing are
tight and properly installed.

5) Renove safety tags and energi ze equi prent.
6) Verify correct rotation of notor.

2 Record all discrepancies identified on applicabl e SEMAT E
di screpancy fornms (2-K or Material Assessnent Forn).
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